TOP SLOPES 1/2” TO

TY. | DESCRIPTION
/»CABINET CONSTRUCTED FROM THE REAR ITew | oy

178" SHEET ALUMINUM

METER SOCKET - A 1| MAIN CIRCUIT BREAKER, MOLDED CASE, THERMAL MAGNETIC, 2-POLE,
/- PHOTOCELL 240 V. SINGLE-PHASE, 200A, BOLT-ON TYPE,TRIP INTERRUPTING
T DOOR, SWITCH RATING OF 22,000 RMS SYMMETRICAL AMPERES AT 240 V.
© ) : B 1 | CONTROL CIRCUIT BREAKER, MOLDED CASE, THERMAL MAGNETIC,
BE METER SOCKET . r <ioTs il e SINGLE-POLE, 120 V. SINGLE PHASE 20 A. BOLT-ON TYPE, TRIP
O TOCLL INTERRUPTING RATING OF 14,000 RMS SYMMETRICAL AMPERES AT
120 V.
EQUIPMENT MOUNTIN
, RAILS MOUNTI G\ c 2 | LIGHTING CONTACTOR MECHANICALLY HELD, SQUARE ‘D"
z | e . IVO10600V 2004, 2-POLE, 600 V. WITH 120 COIL OR EQUAL
= EQUIPMENT MOUNTING 12" EXEANSION JOINT
N L~ FILLER MATERIAL
5 RAILS & PANEL ON BACK WALL D 2 | CONTROL RELAY CUTLER HAMMER D3PR2 RATED 12 A. AT 120 VAC OR EQUAL
w0 b
T NG E 2 | ON-OFF-AUTO 3-POSITION SELECTOR SWITCH GE CR104P
@ \/ CONCRETE WORKING PAD IN FRONT OF HEAVY DUTY SWITCH, RATED FOR 10 A. AT 600 VAC.
3/4 “ DIA, S/STL HA
ot TR SASTL HANDLE = 2 %4 CONT. F 1 | GFCI RECEPTACLE, 120 V., 20 A. SPEC. GRADE, NEMA CONFIG.
o N D e AR 2R \, THUS £ 50R
. 3 *4 DWLS, |
5, SIS e G t | SPDT LIMIT SWITCH WITH SIDE PUSH ROD PLUNGER
conTinuous ssstL—"1l SQUARE “D" 8B082 RATED 10 A. AT 120 V. OR EQUAL
: N
- " HINGE CONDUIT H { | 6O WATT, 120 V., LIGHT FIXTURE, VAPOR TIGHT, WITH GLOBE, GUARD AND
| 30" 0.D. ) KOT SHOWN A )
| I -DOUBLE FLANGE 16 1/2 0.D. MOUNTING BOX.

FRONT VIEW

CECTION A I 4 | SECONDARY SURGE ARRESTER SQUARE D SDSA1I75, 175 VAC
DOOR REMOVED RIGHT SIDE VIEW SECTION A

PHASE-TO-GROUND MAXIMUM OR EQUAL

J 2 BRANCH CIRCUIT BREAKER, MOLDED CASE, THERMAL MAGNETIC,
2-POLE, 240 V. SINGLE-PHASE, 60A, TRIP INTERRUPTING RATING
1 3/4" 0.D 22,000 RMS SYMMETRICAL AMPERES AT 240 V.
™ ‘ K 4 BRANCH CIRCUIT BREAKER, MOLDED CASE, THERMAL MAGNETIC,

SINGLE-POLE, 120 V. SINGLE PHASE 40 A., BOLT-ON TYPE, TRIP
INTERRUPTING RATING OF 14,000 RMS SYMMETRICAL AMPERES AT

= 6 *4 VERT, 120 V. g,
X 1Yyt "PLACED THUS LAY,
g MOUNTING SLOTS *4 el2" L | 1 | COPPER NEUTRAL BUS, 1" X 16" X V4" ST
= A TIES S 62-059408 L%
L BOTTOM OPEN v M 1 COPPER GROUND BUS, 1 X 16" X /4 S LICENSED
< U : = 7% PROFESSIONAL
" i r 5 N 1 | PHOTOCELL, BUTTON TYPE 2y, ENGINEER (S
- = T AN NS
& 0 12 | TERMINAL BLOCK RATED 600 V., 85A K S RS
BOTTOM VIEW A . . it |}\¥“k\\\\\\
MOUNTING PATTERN . M@I‘—@o@
SCACENSE EXPHES  11-30-11"
3o~ .
' PLAN ‘
: TION /A"
7 SEE sECTI DOOR FACING AWAY NOTES
b FROM STREET —
H COM-ED 1. CABINET SHALL BE FABRICATED FROM 0.125-INCH SHEET ALUMINUM, ALLOY 5052
4 SERVICE FORMED AND ARC WELDED ASSEMBLY WITH NEMA 3R RATING.
5 ENCLOSURE I METER
g 2. ALL SCREWS AND HARDWARE SHALL BE PLATED, GALVANIZED, OR MADE OF BRASS, ALUMINUM OR STAINLESS STEEL.
g AR VENT
g - 3. NAME PLATE SHALL HAVE ENGRAVED 0.75-INCH HIGH LETTERS FILLED IN
: U T1—"NAVE PLATE (SEE NOTE 3) BLACK: LINE ONE “VILLAGE OF SKOKIE”, LINE TWO "STREET LIGHTING”
3 I —BUTTON TYPE PHOT 4 ,
: i) 838&“&8&&52&'&05@%&“ SEAL ENDS OF CONDUITS Y,"C PYC %6 GND. . 4. CABINET SHALL BE PRIMED AND PAINTED AS SPECIFIED.
5 OF CABINET MOISTURE N 1/2 " DIA, X 12" ® 5. ELECTRIC UTILITY METER BOX SHALL BE MOUNTED ON THE SIDE OF CONTROL CABINET
*
g ] AR T o ANCHOR BOLTS N AS SHOWN ON THE PANEL LAYOUT DIAGRAM.
2 ] GRADE = 772, »4 CONT. 6. THE COMPLETED CONTROLLER AND ALL ELECTRICAL COMPONENTS SHALL BE U.L. LISTED AS
gl com-ep . THUS ANTINDUSTRIAL CONTROL PANEL UNDER UL508, AND SHOULD BE SERVICE ENTRANCE RATED.
S| SERVICE METER S
H AOASASAN AN [N CONCRETE WORKING PAD B}
8 ] Lo 50" WIDE X 36" LONG X 5% THiCK 7. METAL MOUNTING PANEL SHALL BE *10 GAUGE GALVANIZED SHEET STEEL FLANGED BACK 0.75-INCHES I.D. ON 4 SIDES.
¢ NEUTRAL T8 = [ EXOTHERMIC WELD 8. CIRCUIT BREAKERS AND CONTACTOR AND OTHER COMPONENTS SHALL BE MOUNTED ON
g O 4~ . Yo" EXPANSION JOINT 0.125-INCH THICK GLASTIC INSULATION BACK PANEL.
p | LIGHT & RECEPT. o FILLER MATERIAL
3 [ LIGHTING CONTRACTOR & \—HHy 9. ALL DEVICES SHALL BE FRONT REMOVABLE.
J CONTROL RELAY N 6 GND. WIRE
B 9 10. BUS_BAR SHALL HAVE 22 LUG TERMINALS SIZED TO ACCOMMODATE REQUIRED WIRE SIZES.
S = 2" GALVANIZED STEEL NEUTRAL BUS SHALL BE PAINTED WHITE. GROUND BUS SHALL BE PAINTED GREEN.
2 ——CROUND BUS A L—f/CONDun TO COM-ED ]
L8 —7 7 A h— SERVICE 1. ALL LUGS SHALL BE COPPER SCREWS AND CONNECTORS, SPRING HELD.
L3 ® //' I~ 3/4 " X 10'-0" 12.-ALL WIRING TERMINATIONS SHALL BE RATED NOT LESS THAN 75 DEGREE CENTIGRADE.
34 PPER CLA
E;v Ry SRATRR EoRD 13. ALL CONTROL WIRING SHALL BE 600V MACHINE TOOL WIRE TYPE MTW.
[ il L\l 14, ALL POWER WIRING SHALL BE 600V TYPE RHH/RHW. ‘
o INCOMING ™~__
85§ SERVICE 2 1/2" SCHUDLE 40 PVC CONCRETE 15. A LAMINATED COPY OF THE CIRCUIT SCHEMATIC DIAGRAM SHALL BE ATTACHED TO THE INSIDE OF THE CONTROLLER.
228 1207240V FLEVATION FOUNDATION
228
Hiz SINGLE PHASE 3-WIRE ) =t 16. ALL 120 VOLT SYSTEM AND ALL CONTROL WIRING SHALL BE *#12 AWG STRANDED UNLESS OTHERWISE INDICATED.
2.2 17. ALL WIRING SHALL BE NEATLY DRESSED AND SUPPORTED.
EEI
éiﬁi LIGHTING CONTROLLER WIRING DIAGRAM LIGHTING CQNTROLLEN? SQLNED FOUNDATION DETAIL 18. SERVICE EQUIPMENT SHALL BE MARKED TO IDENTIFY 1T AS BEING SUITABLE FOR USE AS SERVICE EQUIPMENT.
=22 NO SCALE 19. INCLUDE SAFETY LABELS ON BREAKER, “WARNING - THIS DISCONNECT DOES NOT REMOVE ALL POWER FROM THIS PANEL“.
Sice 20. BRANCH CIRCUIT BREAKERS ‘C’ & ‘D’ AND ‘E’ & ‘F' RESPECTIVELY, SHALL BE INTERLOCKED IN PAIRS WITH HANDLE TIES.
.8
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